
Standalone rear-mounted AC Unit!

DINAMIC

BYCOOL
PARKING COOLERS AIR CONDITIONING

NAME

DESCRIPTION

VOLTS

24V

Dinamic, the standalone air conditioning unit fitted on the rear part of the cabin. 
Although it is specially designed for high cab vehicles, US trucks, 

cabins without hatch or car transporters, it results a universal solution. 
 This unit is particularly suitable for night-time use. 



DINAMIC AIR CONDITIONING

DIRNA BERGSTROM, S.L.
Francisco Alonso 6. E-28806 Alcalá de Henares (Madrid). Spain. 
Spain: Tel. +34 91 877 58 41 - Fax. +34 91 883 63 21
International: Tel. +34 91 877 05 10 - Fax. +34 91 877 11 58

www.dirna.com
Spain: ventas@dirna.bergstrominc.com

International: sales@dirna.bergstrominc.com
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TECHNICAL SPECIFICATIONS

Voltage 24V

Power (*) 1.050 W

BTU (*) 3.853 BTU/h

Electrical consumption 9,5-16 A/h  

Maximum air flow 420m3

Recomended use Night

Compressors 1 hermetic

Dimensions

Condenser (external unit)

Evaporator (internal unit)

                            
788 x 638 x 202 mm

308 x 650 x 128 mm

Weight

Condenser (external unit)

Evaporator (internal unit)

21,5 kg

5 kg

(*) In accordance with JIS-standard, test conditions: outside temperature 35ºC, return temperature 27ºC  

General Sales Conditions available at www.dirna.com

Benefits that make the difference

Fuel savings Driver comfort Improves road safety Environmentally friendly

EXTERNAL VIEW

Condenser Unit

INSTALLATION

INTERNAL VIEW

Evaporator Unit

FEATURES: 

•  Back wall mounted

•  Available in 24V  

•  Electronic control panel 

•  Remote control by radio-frequency 

•  Digital thermometer in ºC or ºF

•   Double battery protection

• R134a refrigerant used (not precharged)

• Low maintenance

MAINTAIN                          

THE ORIGINAL HATCH!


